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DOUBLE THE DENSITY
HALF THE CABLES

SENKO Introduces a new duplex LC with single boot - the LC Uniboot.

The SENKO LC Uniboot is unique design* that allows a single round duplex 3mm cable to be used for
a duplex connector.This compact, easy to terminate connector kit has a simple round crimp design and
incorporates standard SENKO 900um LC connectors, so you will experience the normal optical performance
of our proven LC design.

By using a single cable with two fibers, installers are able to cut their cable count and weight in
half. This design is commonly used in data centers where cable counts are high and space limited.

All material is RoHS Compliant.

*Patent Pending.

Features Applications

- Compact, pull-proof design - Data center

- Low insertion loss - Gigabit ethernet

- Low back reflection - Premise installations
- UL-rated plastic housing - Multimedia

- High precision alignment - Industrial
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M LC Connectors
SENKO offers the tough new Unibody, in addition to the
Standard LC and Behind The Wall (BTW) version.

LCAPC Connector

LCAPCBTW
Features: ) LC Unibody Standard LC LCAPC
« Compact, pull-proof design -Simplex, duplex -Simplex, duplex -Simplex, duplex
* RJ-45 interface -Singlemode, multimode -Singlemode, multimode Boot Options:
« Low insertion loss and low back reflection Boot Options: -Pre-assembled or kit (unassembled) format ~ -1.0mm Behind The Wall
« Color coded (TIA 568-A & 150 11801) -1.6/1.8/2.0 mm Cable Type Boot Options: (BTW) Type
V- i i -3.0mm (Cable -1.0mm Behind The Wall (BTW) Type -1.6/1.8/2.0mm Cable Type
V-0 rated plastic housing and boot 16/1.8/2.0mm Cable T 30mm Gable
+ Behind The Wall (BTW) boot option “Lorl.o/z.immabie fype :
-3.0mm Cable
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m LC Adapters
SENKO offers standard LC Adapters as well as Duplex and Quad types designed to fit within a SC Adapter Footprint.
e Adapter LCAPC Adapter LCAdapter LCAdapter Aqua
Sg?"dfd LC g‘gaptle“ With SC Footprint Quad, With SCFootprint Duplex,  With SC Footprint Duplex, With SC Footprint Duplex,
implexand Uuplex No Flange, Junior-Senior No Flange, Junior-Senior With Flange, Senior-Senior With Flange, Junior-Senior
@
B | CHybrid Adapters (LC-MU,LC-SC) W LC Attenuators and Terminators
The SENKO LC-MU and LC-SC Hybrid Adapters are designed to incorporate the LC SENKO's high quality attenuators and terminators reduce backreflection through
Connector into MU and SC configured environments. A high precision sleeve a proprietary design utilizing doped fiber.
ensures the reliable mating of ferrules, resulting in low insertion and return loss.
LC-MU Hybrid Adapter LC-SCHybrid Adapter LC Attenuator LCTerminator
@

B LC Connector and Adapter Subcomponents
In addition to an extensive range of LC components, SENKO also offers LC ferrules, sleeves and other subcomponents.
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LCFerrule

Singlemode, Multimode LC Zirconia Sleeve LCPhosphor Bronze Sleeve

Straight Split and High
Performance Diagonal Split




