
Optical ‘N’ Electrical
Power/Fiber combined

IP -ONE Industrial rated IP-68
Hybrid Connector

OPTICAL

ELECTRICAL

IP-68
rated

housing
Reduce 

installation time

Indoor/outdoor
applications

SENKO DESIGN

ONE connector makes 
installation Simple, 
Quick, and Cost effective

Power Fiber IP-ONE

TYPICAL CHARACTERISTICS IP-ONE LC IP-ONE MPO

SM MM SM
Insertion Loss Typical 0.08 dB 0.10 dB 0.10 dB
Return Loss Typical 55 dB 25 dB 60 dB (angle)
Operating Temperature   - 40°+70°
Weather Resistance IP-68 Rating 
Cable Retention Force 100 lbs
Power Contact 2 x 12AWG Cable
Max DC 100V 9.3A 930 Watts (12AWG)
Max AC 240V 4.8A 1.15Kwatts (12AWG)
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New line of IP 68 Connectors exceed 
ODVA requirements

Simple bayonet 
locking system

Low 
Insertion Loss

www.senko.com
IP-Series

IP-SERIES

1 1st Lock:
Twist the bayonet 
to lock position

2nd Lock:
Slide the Safe Lock

Bayonet is secure
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NEW Safe LOCK Feature

Safe Lock ready Retro Fit Safe Lock Multiple colors for Identification

• Sliding Lock Ring
• Provides Tamperproof Protection
• Assure Bayonet Collar is fully engaged
• Color coded for Easy Identification

Withstand the elements

Field InstallableField Installable
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