
FEATURES

• Verifies polarity for Method A, B and C for 12 

fiber and 8 fiber MPO connectors.

• Polarity test time: < 2 seconds

• Red 650nm light is visible to 1KM.

• 5+ hour battery life makes it possible to use on 

site during field installations and maintenance. 

Three Test Mode Options: 

• Works for flat and angled polished MT end faces. 

• Robust powder coated steel housing protect the 

testers internal components. 

AFT-G-FC-MPO-02

SENKO CODE

Highly stable 650nm Class 

2M laser red light source

Robust Powder coated 

18 gauge steel housing

LED Polarity Confirmation Light

Fiber Continuity Confirmation Lights

TYPICAL APPLICATIONS INCLUDE

 Benchtops on production lines

 Quality and Testing Labs

 Field Installations with MPO connectors

 Engineering and Research Labs

DIMENSIONS

Length: 17cm (6.7”) Height: 4.7cm (1.9”)

Width: 11cm (4.3”) Weight: 800g (1.8lb)

1. Continuous Wave 2. Pulse 3. Scanning 

Check Out the SENKO NEWS CHANNEL on How To Use Video Demonstration.



MPO Assembly Polarity Test

1

1 Start by removing the protective end cap and clean 

the port of the tester. DO this for both ports. 

2

2 Clean the MPO assembly. This will help extend the 

life of the tester and avoid accidental cross 

contamination problems.  Do this for both MPO ends.

3
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3 Turn the Mode Switch to the left position and the 

turn on the Power Switch. 

TYPICAL PERFORMANCE  

TESTING:

The front panel will show the 

polarity method and active fibers.

PREVENTIVE MANITENANCE 

Returning the protective plugs into 

the ports when the tester is not in 

use will help protect the end faces. 

CHARGING 

The USB indicator light will be 

visible when the tester is plugged 

in and recharging the battery.
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TESTING:

The front panel will show the 

polarity method and active fibers.

PREVENTIVE MANITENANCE 

Returning the protective plugs into 

the ports when the tester is not in 

use will help protect the end faces. 

CHARGING 

The USB indicator light shows 

red during charging and 

green when fully charged.


